
CODE: 8-1-20
CODE: 8-1-25
CODE: 8-1-30

CODE: 8-112-20
CODE: 8-112-25
CODE: 8-112-30

CODE: 8-134-20
CODE: 8-134-25
CODE: 8-134-30

CODE: 8-2-20
CODE: 8-2-25
CODE: 8-2-30

CODE: 8-212-20
CODE: 8-212-25
CODE: 8-212-30

ERP: 302-011-001
ERP: 302-011-002
ERP: 302-011-003

ERP: 302-011-004
ERP: 302-011-005
ERP: 302-011-006

ERP: 302-011-007
ERP: 302-011-008
ERP: 302-011-009

ERP: 302-011-010
ERP: 302-011-011
ERP: 302-011-012

ERP: 302-011-013
ERP: 302-011-014
ERP: 302-011-015

 

with 8 bar operating pressure 
WIRE BOUND FIRE HOSE

With couplings, tale and hands protective sleeves. 

TECHNICAL CHARACTERISTICS

Operating pressure

Thrust pressure

Material

Color

Cross section (inch)

Cross section (mm)

Available lengts (m)

8 bar

24 bar

PVC

White

1’’

25mm

20-25-30m

8 bar

24 bar

PVC

White

1 1/2’’

38mm

20-25-30m

8 bar

24 bar

PVC

White

1 3/4’’

45mm

20-25-30m

8 bar

24 bar

PVC

White

2’’

52mm

20-25-30m

8 bar

24 bar

PVC

White

2 1/2’’

64mm

20-25-30m
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